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Knauf Steel Ceiling Dowel
Knauf Ceiling Steel Dowels are anchoring elements used for connecting suspension elements 
such as Knauf Hanger Wires, Universal Brackets or Nonius Hangers to the load bearing slabs 
of structures. The dowels are fixed to the concrete ceiling with the help of mechanical drilling 
and hammering. 

Demountable hook section of the dowels allows easy application of hanger wires. Hook 
section can be removed when anchoring Nonius Suspensions to ceiling slabs. Knauf Ceiling 
Steel Dowels are specially designed to be used with Knauf Ceiling Systems D112, D113, 
D116, D127, D124 and D123. 



Please contact our sales department for inquiries about storage and packing.
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The information provided in this leaflet is only intended to give guidance in selecting and using Knauf products. While we make every effort to ensure its accuracy, neither Knauf LLC 
and its branches nor any of tis employees or affiliates warrant or assume any legal liability or responsibility for the completeness or usefullness of any failure in installation or constructing 
any structure installation or building or caused by using this leaflet. Readers are adviced to independently verify this information prior to rely on it. In particular, readers must obtain 
appropriate independent advice on the use in specific structures, installations or buildings to ensure compliance with all regulations, including health and safety regulations. Knauf 
reserves the right to amend technical specification. 

The constructional and structural properties, and characteristic building physics Knauf system can solely be ensured with the exclusive use Knauf system 
components, or other product expressly recommended by Knauf.   

Properties

Knauf Ceiling Steel Dowel

Anchor length 

Approvals 

Base materials 

Min. thickness of base material

Anchor type 

Type of fixing 

Material composition 

Max. allowable load 

Min. embedment depth 

Thickness fastened range 

Hook Radius 

60 mm (including hook)  
In accordance with Suspended Ceiling System Requirements of DIN18168 - 1
Concrete  

 50 mm  
Mechanical anchor  
Through - fastening, drilling  
Cold- formed steel, acc. DIN EN 10263-2  
1.6 kN 
35 mm 
5mm -  35mm 
6.5 mm 

Technical Data


